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1. DOOR MARK, SEE DOOR SCHEDULE ON A6 SERIES.


2. WINDOW/STOREFRONT TYPES, SEE A502 FOR ELEVATIONS.


3. AREA NAME & NUMBER, SEE FINISH SCHEDULE ON SHEET  
A SERIES.


4. WALL TYPE  
WALLHEIGHT


5. NEW WORK NOTE.


6. FOR CASEWORK, MAIL BOXES, AND DETAILS, SEE A651, A661.


7. FOR REFLECTED CEILING PLANS, SEE SHEET A150 SERIES.


8. FOR MARKERBOARD, TACKBOARD, AND PROJECTION SCREEN LOCATIONS,  
SEE A7 SERIES.


9. FOR FLOOR PATTERNS, SEE A621 - A626.


10. SEAL THE TOPS OF ALL FIRE-RATED AND SMOKE-RATED WALLS INDICATED ON  
THE FIRE PLAN TO THE ROOF DECK WITH A FIRE-RESISTANT JOINT SYSTEM.  
SEAL ALL PENETRATIONS IN THE FIRE-RATED AND SMOKE-RATED WALLS TO  
COMPLY WITH ALL APPLICABLE CODES AND STANDARDS.


2 HOUR FIRE BARRIER


1 HOUR FIRE BARRIER
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SHEET LEGEND ANDNOTES


1


1
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WASHER AND DRYER (OFOI) LOCATION. COORDINATE WITH  
OWNER TO ESTABLISH CONFIGURATION FOR CONNECTIONS.


INTERIOR EXPANSION JOINTASSEMBLY.


EXTERIOR EXPANSION JOINT ASSEMBLY.


EXTENDED PARAPET WALL. SEE ELEVATIONS AND  
SECTIONS.


PRE-ENGINEERED ALUMINUM CANOPY COLUMNS.  
COORDINATE WITH CIVIL FOR COLUMNS CONNECTED TO UG  
DRAINAGE.


TUBE STEEL COLUMN IN CMU WALL WITH GYPSUM BOARD  
LAMINATED TO FACE OF CMU. SEE DETAILS. PROVIDE TRIM  AT 
EDGES AND SEAL AT JOINT BETWEEN TRIM AND CMU.  
PROVIDE ACCENT PAINT. COLOR TO BE SELECTED BY  
ARCHITECT/OWNER, UNO


PATCH EXISTING SLAB AT LOCATIONS OF EXISTING WALLS.  
GRIND, LEVEL, AND PREP EXISTING SLAB TO RECEIVE NEW  
FLOOR FINISH. FLOOR SHALL BE LEVELED TO ENSURE  
TRANSITIONS BETWEEN ROOMS AND FINISHES DO NOT  
EXCEED 1/4" IN HEIGHT, VERTICALLY. PROVIDE DOOR  
THRESHOLD AT EACH DOOR ACCESSING THESPACE.


PROVIDE MASONRY INFILL AT EXISTING OPENING. ALIGN  
FINISHED FACES WITH EXISTING MASONYFACES.


EXISTING BRICK VENEER TO REMAIN. CLEAN EXISTING  
VENEER. PATCH PENETRATIONS AT DEMOLISHED ELEMENTS  
WITH MATCHINGMORTAR.


NEW METAL TWO-TIER FACULTYLOCKERS


GUARDRAIL / HANDRAIL. SEE TYPICAL EXTERIOR STAIR  
SECTION


TELESCOPINGSTANDS


DISPLAYCASE


1/2" GWB LAMINATED TO EXISTING WALL. PROVIDE A LEVEL 5  
FINISH TO GWB. PLASTIC WALL COVERING WAINSCOT OVER  
GWB


FOLDING PARTITION (NOTUSED)


NEW WORKNOTES
EXISTING DOOR TO REMAIN, NOWORK.1


2 NEW METAL ATHLETIC LOCKERS.


3


4


5


6


7


8 BASKETBALLGOAL.


9 SCOREBOARD.


10 EXISTING MASONRY WALL. SEAL ALL EXISTING  
PENETRATIONS WITH 2 HOUR THROUGH-PENETRATION FIRE  
STOPSYSTEMS.


11 NEW ELEVATOR.


12 TUBE STEEL COLUMN IN CMU WALL -SEESTRUCTURAL


13 NEW VISUAL DISPLAY SURFACES -SEE FURNISHINGSPLANS


14 NEW METAL LOCKERS WITH SLOPINGTOP


15


16


17


18


19 PROVIDE NEW INSULATED GLAZING LITES AT EXISTING 
ALUMINUM STOREFRONTFRAMES.


20 8" CMU INFILL AT LOCATION OF DEMOLISHED DOOR. TOOTH  INTO 
EXISTING. PAINT BOTH SIDES, TYP. PAINT AT EXISTING  WALLS 
SHALL EXTEND FROM CORNER TOCORNER


21


22 FIRE EXTINGUISHER CABINET.


23 VENDING MACHINES(OFOI)


24 PRE-ENGINEERED ALUMINUM CANOPY COLUMNS.
COORDINATE WITH CIVIL FOR DRAINING COLUMN
CONNECTIONTOUNDERGROUNDDRAINAGE.


25 PRE-ENGINEERED METAL STAIR. PAINT ALL SURFACES 
EXPOSED TO VIEW, TYPUNO.


26


27


28 PROVIDE PROTECTIVE VINYL WRAP AT EXPOSED ROOF 
LEADER.


29


30 EXISTING MASONRY WALL TO BE CONVERTED TO FIRE AREA 
SEPARATION WALL. FILL VOIDS AND PENETRATIONS WITH  
TESTED ASSEMBLIES CONSISTENT WITH NEWRATING.


31 CRAWLSPACE ACCESS DOORBELOW


32 BULLNOSE CORNER. REMOVE EXISTING BLOCK AT CORNER AS 
REQUIRED TO TOOTH INTO NEW WITH NEW BULLNOSE  UNITS.


33 ROOF ACCESSHATCH


34


35


36 VOLLEYBALL STANDARDSINSERT


37 PROVIDE 5/8" GWB (PAINT) OVER 7/8" STL FURRING OVER 
EXISTING CONCRETE WALL. RETURN GWB AT NEW DOOR  
JAMBS AND HEAD. TERMINATE GWB AND FURRING AT 4"  
ABOVECEILING.


38 PROVIDE 3 5/8" MTL STUDS W/ 5/8 GWB UNDERSTAIR 
PROTECTION, SEE DIM PLANS FOREXTENTS.


39 FLOOR DRAIN. SLOPE FLOOR TODRAIN


40 WALL SAFETY PADS , SEE INT ELEVATION FORDIMENSIONS.
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SOLID SURFACE COUNTERTOP(TYP)


5/16"x2" STL SUPPORTS AS  
REQUIRED, EQ SPACED 4'-0" OC  (MAX) 
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1. DOOR MARK, SEE DOOR SCHEDULE ON A6 SERIES.


2. WINDOW/STOREFRONT TYPES, SEE A502 FOR ELEVATIONS.


3. AREA NAME & NUMBER, SEE FINISH SCHEDULE ON SHEET  
A SERIES.


4. WALL TYPE  
WALLHEIGHT


5. NEW WORK NOTE.


6. FOR CASEWORK, MAIL BOXES, AND DETAILS, SEE A651, A661.


7. FOR REFLECTED CEILING PLANS, SEE SHEET A150 SERIES.


8. FOR MARKERBOARD, TACKBOARD, AND PROJECTION SCREEN LOCATIONS,  
SEE A7 SERIES.


9. FOR FLOOR PATTERNS, SEE A621 - A626.


10. SEAL THE TOPS OF ALL FIRE-RATED AND SMOKE-RATED WALLS INDICATED ON  
THE FIRE PLAN TO THE ROOF DECK WITH A FIRE-RESISTANT JOINT SYSTEM.  
SEAL ALL PENETRATIONS IN THE FIRE-RATED AND SMOKE-RATED WALLS TO  
COMPLY WITH ALL APPLICABLE CODES AND STANDARDS.


2 HOUR FIRE BARRIER


1 HOUR FIRE BARRIER
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SHEET LEGEND ANDNOTES


1


1
W#  
1


GENERAL NEW WORK NOTES:
1. SEE DEMOLITION NOTES FOR ADDITIONAL NOTES FOR ADDITIONAL NEW WORK OF PATCHING, REPAIRING AND PREPARING TO  


EXISTING FINISHES ANDSURFACES.


2. ALL NEW MECHANICAL AND BEARING WALLS ARE TO EXTEND TIGHT TO UNDERSIDE OF ROOF/FLOOR DECK. ALL INTERIOR WALLS AT  
RATED WALLS, STORAGE SPACES AND ELECTRICAL ROOMS ARE TO EXTEND TIGHT TO UNDERSIDE OF THE ROOF/FLOOR DECK. FILL  
VOIDS AND PENETRATIONS AT EXISTING WALLS AS REQUIRED TO COMPLY WITH NEW RATING REQUIREMENTS. SEE PENETRATION  
DETAILS SHEETA105.


3. PROVIDE NEW WALLS (THICKNESS AS INDICATED) AND EXTEND A MIN OF 4" ABOVE CEILING HEIGHT (SEE FINISH SCHEDULE), UNLESS  
NOTED OR SHOWN OTHERWISE. AT CMU WALLS TOOTH NEW MASONRY INTO EXISTING MASONRY WALLS. EXTEND STUDS TO  EXISTING 
STRUCTURE AND EXTEND GWB A MIN OF 4" ABOVE CEILING HEIGHT (SEE FINISH SCHEDULE). USE 4" AND 6" METAL STUDS  AT 16" OC WITH 
5/8" DENSHIELD BOARD, SEE FINISH SCHEDULE FORHEIGHTS.


4. FLOOR FINISH TRANSITION AT DOORS IS TO BE MADE AT THE UNDERSIDE OFDOOR.


5. SEE CIVIL DWGS FOR WALKS, PAVEMENT, CONCRETE PADS, AND MISCELLANEOUS SITEWORK.


6. NEW DOORS THAT ARE NOT LOCATED BY A DIMENSION , ARE TO BE LOCATED IN THE CENTER OF THAT WALL OR 4" OFF THE  
ADJACENT WALL AT HINGED SIDE.


7. NEW EXTERIOR AND INTERIOR HOLLOW METAL FRAMES SHALL HAVE THE CMU RETURNED INTO THE THROAT OF THE FRAME AND  
SHALL BE GROUTEDSOLID.


8. PROVIDE 1" RADIUS BULLNOSE INTERIOR CMU UNITS ON ALL WINDOW JAMBS, WINDOW STOOLS, AND EXTERIORCORNERS.


9. PROVIDE ACCENT PAINT ON ALL GWB BULKHEADS, EXPOSED MECHANICAL DUCTS. COLOR(S) TO BE SELECTED BY ARCHITECT, UNO.


10. PROVIDE NEW ROLLER WINDOW SHADES WITH ALL NEW EXTERIOR WINDOWS (SEESPECIFICATIONS).


11. PROVIDE SOLID CMU CAP BLOCK AT ALL CMU WALLS THAT DO NOT PENETRATE THE FINISHEDCEILING.


12. SLOPE ALL CONCRETE SLABS TO FLOOR DRAINS A MINIMUM OF 1/8" PER FLOOT.


13. AT ALL LOCATIONS WHERE ELECTRICAL , PLUMBING AND/OR MECHANICAL WORK PENETRATES WALL, FLOOR AND/OR CEILING;
PATCH AND REPAIRWALL, FLOOR AND CEILINGS. TOOTH NEW INTO EXISTING AND MATCH EXISTING ADJACENT FINISH. PATCH
EXISTINGFINISHES,ASREQUIREDTOELIMINATEEVIDENCEOFDEMOLITION.


14. AFTER REMOVAL OF ANY EXISTING ELECTRICAL, PLUMBING, OR MECHANICAL ITEMS AS INDICATED ON THEIR DRAWINGS, PATCH  AND 
REPAIR WALL, FLOOR, AND/OR CEILINGS TO MATCH EXISTING ADJACENT FINISH. AND WHERE APPLICABLE, MAINTAIN REQUIRED  RATING.


15. WHERE EXISTING WALLS WERE REMOVED, FILL VOID(S) AT FLOOR WITH NEW CONCRETE, UNLESS NOTED OTHERWISE MATCH  
EXISTING CONCRETE FLOORELEVATION.


16. WHERE EXISTING CONCRETE FLOORS WERE REMOVED FOR NEW WORK; PROVIDE NEW 4" CONCRETE SLAB WITH FIBROUS  
REINFORCING ON 4" POROUS FILL. MATCH EXISTING ADJACENT FLOORLEVEL.


17. PROVIDE NEW CMU AND/OR NEW SGU WAINSCOT MASONRY AT NEW DOORS/WINDOW FRAMES SHOWN IN EXISTING WALLS. ALIGN  
MASONRY WITH BOTH FACES OF EXISTING WALL AND TOOTH NEW MASONRY INTO EXISTING WALL. FINISH FACE(S) OF MASONRY TO  
MATCH EXISTING ADJACENT WALL FINISH (MATCH EXISTING CMU/BRICK AND /OR SGUWAINSCOT).


18. PROVIDE NEW INFILL AT EXISTING OPENINGS TO BE CLOSED UP AS SHOWN ON DRAWINGS. ALIGN INFILL WITH BOTH FACES OF  EXISTING 
WALL. AT MASONRY INFILL, TOOTH NEW MASONRY INTO EXISTING MASONRY. FINISH INTERIOR FACE(S) OF NEW INFILL TO  MATCH 
EXISTING ADJACENT WALL FINISH (MATCH EXISTING CMU/BRICK AND/OR SGUWAINSCOT).


19. PROVIDE NEW CEMENTITIOUS FLOOR LEVELING SYSTEM IN EXISTING AREAS AS REQUIRED TO BRING CONCRETE FLOOR AND VOIDS  TO 
MATCH EXISTING FLOOR ELEVATION. USE CEMENTITIOUS FLOOR LEVELING SYSTEM TO FILL ALL VOIDS AT EXISTING SLAB TO A  LEVEL 
SURFACE FOR NEW FLOOR COVERING. PREPARE SURFACES TO RECEIVE NEW FLOOR FINISH.


20. SEE WALL TYPE LEGEND FOR ALL NEW WALLS (THICKNESS AS INDICATED ON PLAN) UNLESS NOTEDOTHERWISE.


21. CONTRACTOR SHALL PAINT ALL WALLS WITH IN NEW AND RENOVATED AREAS. COORDINATE WITH FINISH SCHEDULE.


22. THE CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS FOR WINDOWS, DOORS, CASEWORK, ETC. PRIOR TO FABRICATION OF NEW  WORK.


23. PROVIDE MOISTURE AND MOLD RESISTANT GWB WITHIN 4'-0" OF ANY PLUMBING FIXTURE, WHERE GWBOCCURS.


24. SEE FINISH SCHEDULE FOR ALL WALL FINISHES, TYP, UNLESS NOTEDOTHERWISE.


25. PREPARE AND PAINT ALL EXISTING HANDRAILS ANDGUARDRAILS.


26. SEE STRUCTURAL DRAWINGS FOR METAL DECK SIZES, JOIST SIZES, BEAM SIZES, FOUNDATION DESIGN, LINTEL SIZES, BOND BEAM  SIZES,
ETC.


27. DIMENSIONS LABELED "CLR" OR "CLEAR" ARE TO FINISHED FACE AND SHALL NOT BE LESS THAN THEINDICATED DIMENSION.


28. PROVIDE SCREENS WITH FULL LENGTH HINGED WICKET AT ALLOPERABLE WINDOWS.


29. WHERE VINYL/RUBBER WALL BASE IS INDICATED, PREFORMED OUTSIDE CORNERS SHALL BE USED. FIELD FORMED CORNERS ARE  NOT 
PERMITTED. WALL BASE SHALL NOT BE INSTALLED IN LENGTHS OF LESS THAN 12", EXCEPT WHERE TOTAL WALL LENGTH  BETWEEN 
PREFORMED CORNERS IS LESS THAN12".


30. WHERE NEW INFILL IS INDICATED OR OTHERWISE REQUIRED AT RATED WALL ASSEMBLIES, THE INFILL SHALL MATCH THE EXISTING  
MATERIALS AND BE INSTALLED IN A MANNER WHICH MAINTAINS THE ASSEMBLY RATING.


31. ALL RATED WALL, FLOOR, AND CEILING ASSEMBLIES SHALL BE IDENTIFIED ABOVE THECEILING.


32. ROOF LEADER CHASES SHALL BE ENCLOSED WITH WALL TYPE 'AD', UNO.


33. GATE WITH ELECTRONIC HOLDOPEN.


WASHER AND DRYER (OFOI) LOCATION. COORDINATE WITH  
OWNER TO ESTABLISH CONFIGURATION FORCONNECTIONS.


INTERIOR EXPANSION JOINTASSEMBLY.


EXTENDED PARAPET WALL. SEE ELEVATIONS AND  
SECTIONS.


PRE-ENGINEERED ALUMINUM CANOPY COLUMNS.  
COORDINATE WITH CIVIL FOR COLUMNS CONNECTED TO UG  
DRAINAGE.


SCOREBOARD.


NEWELEVATOR.


TUBE STEEL COLUMN IN CMU WALL -SEESTRUCTURAL


NEW VISUAL DISPLAY SURFACES -SEE FURNISHINGS PLANS


NEW METAL LOCKERS WITH SLOPINGTOP


TUBE STEEL COLUMN IN CMU WALL WITH GYPSUM BOARD  
LAMINATED TO FACE OF CMU. SEE DETAILS. PROVIDE TRIM  AT 
EDGES AND SEAL AT JOINT BETWEEN TRIM AND CMU.  
PROVIDE ACCENT PAINT. COLOR TO BE SELECTED BY  
ARCHITECT/OWNER, UNO


PATCH EXISTING SLAB AT LOCATIONS OF EXISTING WALLS.  
GRIND, LEVEL, AND PREP EXISTING SLAB TO RECEIVE NEW  
FLOOR FINISH. FLOOR SHALL BE LEVELED TO ENSURE  
TRANSITIONS BETWEEN ROOMS AND FINISHES DO NOT  
EXCEED 1/4" IN HEIGHT, VERTICALLY. PROVIDE DOOR  
THRESHOLD AT EACH DOOR ACCESSING THESPACE.


PROVIDE MASONRY INFILL AT EXISTING OPENING. ALIGN  
FINISHED FACES WITH EXISTING MASONYFACES.


EXISTING BRICK VENEER TO REMAIN. CLEAN EXISTING  
VENEER. PATCH PENETRATIONS AT DEMOLISHED ELEMENTS  
WITH MATCHINGMORTAR.


NEW METAL TWO-TIER FACULTYLOCKERS


VENDING MACHINES(OFOI)


PRE-ENGINEERED ALUMINUM CANOPY COLUMNS.
COORDINATE WITH CIVIL FOR DRAINING COLUMN
CONNECTIONTOUNDERGROUNDDRAINAGE.


GUARDRAIL / HANDRAIL. SEE TYPICAL EXTERIOR STAIR  
SECTION


TELESCOPINGSTANDS


DISPLAYCASE


1/2" GWB LAMINATED TO EXISTING WALL. PROVIDE A LEVEL 5  
FINISH TO GWB. PLASTIC WALL COVERING WAINSCOT OVER  
GWB


WALL SAFETY PADS , SEE INT ELEVATION FORDIMENSIONS.


NEW WORKNOTES
EXISTING DOOR TO REMAIN, NOWORK.1


2 NEW METAL ATHLETIC LOCKERS.


3


4


5 EXTERIOR EXPANSION JOINTASSEMBLY.


6


7


8 BASKETBALLGOAL.


9


10 EXISTING MASONRY WALL. SEAL ALL EXISTING  PENETRATIONS 
WITH 2 HOUR THROUGH-PENETRATION FIRE  STOPSYSTEMS.


11


12


13


14


15


16


17


18


19 PROVIDE NEW INSULATED GLAZING LITES AT EXISTING 
ALUMINUM STOREFRONTFRAMES.


20 8" CMU INFILL AT LOCATION OF DEMOLISHED DOOR. TOOTH  INTO 
EXISTING. PAINT BOTH SIDES, TYP. PAINT AT EXISTING  WALLS 
SHALL EXTEND FROM CORNER TOCORNER


21


22 FIRE EXTINGUISHER CABINET.


23


24


25 PRE-ENGINEERED METAL STAIR. PAINT ALL SURFACES 
EXPOSED TO VIEW, TYPUNO.


26


27


28 PROVIDE PROTECTIVE VINYL WRAP AT EXPOSED ROOF 
LEADER.


29


30 EXISTING MASONRY WALL TO BE CONVERTED TO FIRE AREA 
SEPARATION WALL. FILL VOIDS AND PENETRATIONS WITH  
TESTED ASSEMBLIES CONSISTENT WITH NEWRATING.


31 CRAWLSPACE ACCESS DOORBELOW


32 BULLNOSE CORNER. REMOVE EXISTING BLOCK AT CORNER AS 
REQUIRED TO TOOTH INTO NEW WITH NEW BULLNOSE  UNITS.


33 ROOF ACCESSHATCH


34


35 FOLDING PARTITION (NOT USED)


36 VOLLEYBALL STANDARDSINSERT


37 PROVIDE 5/8" GWB (PAINT) OVER 7/8" STL FURRING OVER 
EXISTING CONCRETE WALL. RETURN GWB AT NEW DOOR  
JAMBS AND HEAD. TERMINATE GWB AND FURRING AT 4"  
ABOVECEILING.


38 PROVIDE 3 5/8" MTL STUDS W/ 5/8 GWB UNDERSTAIR 
PROTECTION, SEE DIM PLANS FOREXTENTS.


39FLOOR DRAIN. SLOPE FLOOR TO DRAIN


40
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W/D


KEYPLAN


AREAC


5
A303


2
A301


11
A202


12
A202


10
A202


GYM LOBBY
C168


STOR
C169


C167 BOYS TEAM
LOCKER ROOM


C170


OFFICE
C172


TOILET
C174


19
A308


9
A304


C167BC167A


C169


C172


AA


DA


CA


DA


CA


CG


CG


CG


CF


CA


DA


C
17


0


ROOFBELOW


5


1


4


5


2


4


JC
C235


LAUNDRY RM
C2362


A333


4


AB
AA


AB


3


AB


DA


DA


2
A163


SHOWERS
C175


CORR
C171


C
23


5


C236


18


CANOPYBELOW


30


22


1
A162


ROOF  
LADDER


ROOFLADDER


CF


CANOPYBELOW


25 STAIR 25


MB-1


1
CSFK-A19


1


1. DOOR MARK, SEE DOOR SCHEDULE ON A6 SERIES.


2. WINDOW/STOREFRONT TYPES, SEE A502 FOR ELEVATIONS.


3. AREA NAME & NUMBER, SEE FINISH SCHEDULE ON SHEET  
A SERIES.


4. WALL TYPE  
WALLHEIGHT


5. NEW WORK NOTE.


6. FOR CASEWORK, MAIL BOXES, AND DETAILS, SEE A651, A661.


7. FOR REFLECTED CEILING PLANS, SEE SHEET A150 SERIES.


8. FOR MARKERBOARD, TACKBOARD, AND PROJECTION SCREEN LOCATIONS,  
SEE A7 SERIES.


9. FOR FLOOR PATTERNS, SEE A621 - A626.


10. SEAL THE TOPS OF ALL FIRE-RATED AND SMOKE-RATED WALLS INDICATED ON  
THE FIRE PLAN TO THE ROOF DECK WITH A FIRE-RESISTANT JOINT SYSTEM.  
SEAL ALL PENETRATIONS IN THE FIRE-RATED AND SMOKE-RATED WALLS TO  
COMPLY WITH ALL APPLICABLE CODES AND STANDARDS.


2 HOUR FIRE BARRIER


1 HOUR FIRE BARRIER


101


A


CORRIDOR
****


SHEET LEGEND ANDNOTES


1


1
W#  
1


WASHER AND DRYER (OFOI) LOCATION. COORDINATE WITH  
OWNER TO ESTABLISH CONFIGURATION FORCONNECTIONS.


INTERIOR EXPANSION JOINTASSEMBLY.


EXTERIOR EXPANSION JOINTASSEMBLY.


EXTENDED PARAPET WALL. SEE ELEVATIONS AND  
SECTIONS.


PRE-ENGINEERED ALUMINUM CANOPY COLUMNS.  
COORDINATE WITH CIVIL FOR COLUMNS CONNECTED TO UG  
DRAINAGE.


BASKETBALLGOAL.


TUBE STEEL COLUMN IN CMU WALL WITH GYPSUM BOARD  
LAMINATED TO FACE OF CMU. SEE DETAILS. PROVIDE TRIM  AT 
EDGES AND SEAL AT JOINT BETWEEN TRIM AND CMU.  
PROVIDE ACCENT PAINT. COLOR TO BE SELECTED BY  
ARCHITECT/OWNER, UNO


PATCH EXISTING SLAB AT LOCATIONS OF EXISTING WALLS.  
GRIND, LEVEL, AND PREP EXISTING SLAB TO RECEIVE NEW  
FLOOR FINISH. FLOOR SHALL BE LEVELED TO ENSURE  
TRANSITIONS BETWEEN ROOMS AND FINISHES DO NOT  
EXCEED 1/4" IN HEIGHT, VERTICALLY. PROVIDE DOOR  
THRESHOLD AT EACH DOOR ACCESSING THESPACE.


EXISTING BRICK VENEER TO REMAIN. CLEAN EXISTING  
VENEER. PATCH PENETRATIONS AT DEMOLISHED ELEMENTS  
WITH MATCHINGMORTAR.


PROVIDE NEW INSULATED GLAZING LITES AT EXISTING  
ALUMINUM STOREFRONTFRAMES.


NEW METAL TWO-TIER FACULTYLOCKERS


FIRE EXTINGUISHERCABINET.


GUARDRAIL / HANDRAIL. SEE TYPICAL EXTERIOR STAIR  
SECTION


TELESCOPINGSTANDS


PROVIDE PROTECTIVE VINYL WRAP AT EXPOSED ROOF  
LEADER.


DISPLAYCASE


BULLNOSE CORNER. REMOVE EXISTING BLOCK AT CORNER  
AS REQUIRED TO TOOTH INTO NEW WITH NEW BULLNOSE  
UNITS.


1/2" GWB LAMINATED TO EXISTING WALL. PROVIDE A LEVEL 5  
FINISH TO GWB. PLASTIC WALL COVERING WAINSCOT OVER  
GWB


NEW WORKNOTES
EXISTING DOOR TO REMAIN, NOWORK.1


2 NEW METAL ATHLETIC LOCKERS.


3


4


5


6


7


8


9 SCOREBOARD.


10 EXISTING MASONRY WALL. SEAL ALL EXISTING  
PENETRATIONS WITH 2 HOUR THROUGH-PENETRATION FIRE  
STOPSYSTEMS.


11 NEWELEVATOR.


12 TUBE STEEL COLUMN IN CMU WALL -SEESTRUCTURAL


13 NEW VISUAL DISPLAY SURFACES -SEE FURNISHINGSPLANS


14 NEW METAL LOCKERS WITH SLOPINGTOP


15


16


17 PROVIDE MASONRY INFILL AT EXISTING OPENING. ALIGN  
FINISHED FACES WITH EXISTING MASONYFACES.


18


19


20 8" CMU INFILL AT LOCATION OF DEMOLISHED DOOR. TOOTH  INTO 
EXISTING. PAINT BOTH SIDES, TYP. PAINT AT EXISTING  WALLS 
SHALL EXTEND FROM CORNER TOCORNER


21


22


23 VENDING MACHINES(OFOI)


24 PRE-ENGINEERED ALUMINUM CANOPY COLUMNS.
COORDINATE WITH CIVIL FOR DRAINING COLUMN
CONNECTIONTOUNDERGROUNDDRAINAGE.


25 PRE-ENGINEERED METAL STAIR. PAINT ALL SURFACES 
EXPOSED TO VIEW, TYPUNO.


26


27


28


29


30 EXISTING MASONRY WALL TO BE CONVERTED TO FIRE AREA 
SEPARATION WALL. FILL VOIDS AND PENETRATIONS WITH  
TESTED ASSEMBLIES CONSISTENT WITH NEWRATING.


31 CRAWLSPACE ACCESSDOOR BELOW


32


33 ROOF ACCESSHATCH


34


35 FOLDING PARTITION (NOTUSED)


36 VOLLEYBALL STANDARDSINSERT


37 PROVIDE 5/8" GWB (PAINT) OVER 7/8" STL FURRING OVER 
EXISTING CONCRETE WALL. RETURN GWB AT NEW DOOR  
JAMBS AND HEAD. TERMINATE GWB AND FURRING AT 4"  
ABOVECEILING.


38 PROVIDE 3 5/8" MTL STUDS W/ 5/8 GWB UNDERSTAIR 
PROTECTION, SEE DIM PLANS FOREXTENTS.


39 FLOOR DRAIN. SLOPE FLOOR TODRAIN


40 WALL SAFETY PADS , SEE INT ELEVATION FORDIMENSIONS.
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6
A202


7
A202


8
A202


9
A202


1
A303


10
A304


17
A307


MECH
B215


CORRIDOR
B211


CORRIDOR
B227


CLASSROOM
B217


CLASSROOM
B223


CLASSROOM
B222


CLASSROOM
B221


CLASSROOM
B219


B216


CLASSROOM
B218


CLASSROOM
B220


FACULTY  
WORKROOM


B213


CORR
B229


STAIR
B230


FAC
TOIL
B212


RESOURCE
B224


DA


DA


DA


DA DA


DA


DA


DA


DA


DA


DA


EA


EA


DA


DA


DA


DA


DA


DA


DA


DA


DA


4
A163


21
A308


STOR
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B2
12


B2
13


B2
14


B2
15


A2
10


B2
16


B2
18


B2
19


B2
17


B2
21


B2
23


B2
22


B2
20


B2
24


B225


B2
26


B2
28


B2
31


B2
30


JAN
B231


A


A


A


A


A


A


A


A


A


A


A


A A A A


A


A


A


A


A


A


A


A


CF


DA
CLASSROOM DA


CB


CB


DA


DA


DA


CLASSROOM
B225


CLASSROOM
B228


DA


STOR
B228B


ROOFBELOW


AD


AD


AD


AD


B2
28


B


A


RD


22


14


14


22


CB


EA


DA


AD


ROOF  
LADDER


ELEC
B214
DA


DA


DA


JAN
A210


DA
CA


B211


DA


22


AD


25


EA


7


OD


5
A161


EXPANSION  
JOINT (SEE  
STRUCT  
DWGS)


EXPANSION  
JOINT (SEE  
STRUCT  
DWGS)


CA


AF AF


1
1


KEYPLAN


AREAB


1. DOOR MARK, SEE DOOR SCHEDULE ON A6 SERIES.


2. WINDOW/STOREFRONT TYPES, SEE A502 FOR ELEVATIONS.


3. AREA NAME & NUMBER, SEE FINISH SCHEDULE ON SHEET  
A SERIES.


4. WALL TYPE  
WALLHEIGHT


5. NEW WORK NOTE.


6. FOR CASEWORK, MAIL BOXES, AND DETAILS, SEE A651, A661.


7. FOR REFLECTED CEILING PLANS, SEE SHEET A150 SERIES.


8. FOR MARKERBOARD, TACKBOARD, AND PROJECTION SCREEN LOCATIONS,  
SEE A7 SERIES.


9. FOR FLOOR PATTERNS, SEE A621 - A626.


10. SEAL THE TOPS OF ALL FIRE-RATED AND SMOKE-RATED WALLS INDICATED ON  
THE FIRE PLAN TO THE ROOF DECK WITH A FIRE-RESISTANT JOINT SYSTEM.  
SEAL ALL PENETRATIONS IN THE FIRE-RATED AND SMOKE-RATED WALLS TO  
COMPLY WITH ALL APPLICABLE CODES AND STANDARDS.


2 HOUR FIRE BARRIER


1 HOUR FIRE BARRIER


101


A


CORRIDOR
****


SHEET LEGEND ANDNOTES


1


1
W#  
1


INTERIOR EXPANSION JOINTASSEMBLY.


EXTERIOR EXPANSION JOINTASSEMBLY.


EXTENDED PARAPET WALL. SEE ELEVATIONS AND  
SECTIONS.


BASKETBALLGOAL.


SCOREBOARD.


EXISTING MASONRY WALL. SEAL ALL EXISTING  
PENETRATIONS WITH 2 HOUR THROUGH-PENETRATION FIRE  
STOPSYSTEMS.


NEWELEVATOR.


TUBE STEEL COLUMN IN CMU WALL WITH GYPSUM BOARD  
LAMINATED TO FACE OF CMU. SEE DETAILS. PROVIDE TRIM  AT 
EDGES AND SEAL AT JOINT BETWEEN TRIM AND CMU.  
PROVIDE ACCENT PAINT. COLOR TO BE SELECTED BY  
ARCHITECT/OWNER, UNO


PATCH EXISTING SLAB AT LOCATIONS OF EXISTING WALLS.  
GRIND, LEVEL, AND PREP EXISTING SLAB TO RECEIVE NEW  
FLOOR FINISH. FLOOR SHALL BE LEVELED TO ENSURE  
TRANSITIONS BETWEEN ROOMS AND FINISHES DO NOT  
EXCEED 1/4" IN HEIGHT, VERTICALLY. PROVIDE DOOR  
THRESHOLD AT EACH DOOR ACCESSING THESPACE.


PROVIDE MASONRY INFILL AT EXISTING OPENING. ALIGN  
FINISHED FACES WITH EXISTING MASONYFACES.


EXISTING BRICK VENEER TO REMAIN. CLEAN EXISTING  
VENEER. PATCH PENETRATIONS AT DEMOLISHED ELEMENTS  
WITH MATCHINGMORTAR.


PROVIDE NEW INSULATED GLAZING LITES AT EXISTING  
ALUMINUM STOREFRONTFRAMES.


8" CMU INFILL AT LOCATION OF DEMOLISHED DOOR. TOOTH  
INTO EXISTING. PAINT BOTH SIDES, TYP. PAINT AT EXISTING  
WALLS SHALL EXTEND FROM CORNER TOCORNER


NEW METAL TWO-TIER FACULTYLOCKERS


PRE-ENGINEERED ALUMINUM CANOPY COLUMNS.
COORDINATE WITH CIVIL FOR DRAINING COLUMN
CONNECTIONTOUNDERGROUNDDRAINAGE.


GUARDRAIL / HANDRAIL. SEE TYPICAL EXTERIOR STAIR  
SECTION


TELESCOPINGSTANDS


PROVIDE PROTECTIVE VINYL WRAP AT EXPOSED ROOF  
LEADER.


DISPLAYCASE


EXISTING MASONRY WALL TO BE CONVERTED TO FIRE AREA  
SEPARATION WALL. FILL VOIDS AND PENETRATIONS WITH  
TESTED ASSEMBLIES CONSISTENT WITH NEWRATING.


CRAWLSPACE ACCESS DOORBELOW


BULLNOSE CORNER. REMOVE EXISTING BLOCK AT CORNER  
AS REQUIRED TO TOOTH INTO NEW WITH NEW BULLNOSE  
UNITS.


1/2" GWB LAMINATED TO EXISTING WALL. PROVIDE A LEVEL 5  
FINISH TO GWB. PLASTIC WALL COVERING WAINSCOT OVER  
GWB


PROVIDE 3 5/8" MTL STUDS W/ 5/8 GWB UNDERSTAIR  
PROTECTION, SEE DIM PLANS FOREXTENTS.


WALL SAFETY PADS , SEE INT ELEVATION FORDIMENSIONS.


NEW WORKNOTES
EXISTING DOOR TO REMAIN, NOWORK.1


2 NEW METAL ATHLETICLOCKERS.


3 WASHER AND DRYER (OFOI) LOCATION. COORDINATE WITH  
OWNER TO ESTABLISH CONFIGURATION FORCONNECTIONS.


4


5


6


7 PRE-ENGINEERED ALUMINUM CANOPY COLUMNS.  COORDINATE 
WITH CIVIL FOR COLUMNS CONNECTED TO UG  DRAINAGE.


8


9


10


11


12 TUBE STEEL COLUMN IN CMU WALL -SEESTRUCTURAL


13 NEW VISUAL DISPLAY SURFACES -SEE FURNISHINGSPLANS


14 NEW METAL LOCKERS WITH SLOPINGTOP


15


16


17


18


19


20


21


22 FIRE EXTINGUISHERCABINET.


23 VENDING MACHINES(OFOI)


24


25 PRE-ENGINEERED METAL STAIR. PAINT ALL SURFACES 
EXPOSED TO VIEW, TYPUNO.


26


27


28


29


30


31


32


33 ROOF ACCESSHATCH


34


35 FOLDING PARTITION (NOTUSED)


36 VOLLEYBALL STANDARDSINSERT


37 PROVIDE 5/8" GWB (PAINT) OVER 7/8" STL FURRING OVER 
EXISTING CONCRETE WALL. RETURN GWB AT NEW DOOR  
JAMBS AND HEAD. TERMINATE GWB AND FURRING AT 4"  
ABOVECEILING.


38


39FLOOR DRAIN. SLOPE FLOOR TO DRAIN


40
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B1
80


C


OFF
C189


JAN
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LKR
C194


C190


FREEZER
C195C


C
19


4
C


19
2


C193


COOLER
C195B


DRY FOOD STOR
C195


C
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9
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TOILET
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STAIR
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VEST
C186
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TEAM LOCKER
ROOM
C196
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CA


1
A163


11
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19
A308


9
A304


MIDDLE SCHOOL  
CAFETERIA


C181


HIGH SCHOOL  
CAFETERIA  


C184


HIGH SCHOOL  
SERVING
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DISHWASH
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MIDDLE SCHOOL  
SERVING
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CORR
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TOILET
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SHOWERS
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OFFICE
C196B


C
18


7B


C
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C
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C181


KITCHEN
C18722


22


30


24
26


3


26
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7
A332


TYP FOR  
EXIST  
WINDOWS
THISWALL


34


34


34


34


34


34


34


34


34


34


34


34


34


34


6
A331
TYP


8
A332 LOADINGDOCK


25


CA


CG


CA


AD


CA
CA


CA


1
A333


34


34


34


34


38


2
A162


3
A334


Sim6
A331


TYP


39


C
18


7C


JC
C196C


1


C196C


KEYPLAN


AREAC


1. DOOR MARK, SEE DOOR SCHEDULE ON A6 SERIES.


2. WINDOW/STOREFRONT TYPES, SEE A502 FOR ELEVATIONS.


3. AREA NAME & NUMBER, SEE FINISH SCHEDULE ON SHEET  
A SERIES.


4. WALL TYPE  
WALLHEIGHT


5. NEW WORK NOTE.


6. FOR CASEWORK, MAIL BOXES, AND DETAILS, SEE A651, A661.


7. FOR REFLECTED CEILING PLANS, SEE SHEET A150 SERIES.


8. FOR MARKERBOARD, TACKBOARD, AND PROJECTION SCREEN LOCATIONS,  
SEE A7 SERIES.


9. FOR FLOOR PATTERNS, SEE A621 - A626.


10. SEAL THE TOPS OF ALL FIRE-RATED AND SMOKE-RATED WALLS INDICATED ON  
THE FIRE PLAN TO THE ROOF DECK WITH A FIRE-RESISTANT JOINT SYSTEM.  
SEAL ALL PENETRATIONS IN THE FIRE-RATED AND SMOKE-RATED WALLS TO  
COMPLY WITH ALL APPLICABLE CODES AND STANDARDS.


2 HOUR FIRE BARRIER


1 HOUR FIRE BARRIER
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1


1
W#  
1


NEW METAL ATHLETICLOCKERS.


INTERIOR EXPANSION JOINTASSEMBLY.


EXTERIOR EXPANSION JOINTASSEMBLY.


EXTENDED PARAPET WALL. SEE ELEVATIONS AND  
SECTIONS.


BASKETBALLGOAL.


SCOREBOARD.


EXISTING MASONRY WALL. SEAL ALL EXISTING  
PENETRATIONS WITH 2 HOUR THROUGH-PENETRATION FIRE  
STOPSYSTEMS.


NEWELEVATOR.


TUBE STEEL COLUMN IN CMU WALL WITH GYPSUM BOARD  
LAMINATED TO FACE OF CMU. SEE DETAILS. PROVIDE TRIM  AT 
EDGES AND SEAL AT JOINT BETWEEN TRIM AND CMU.  
PROVIDE ACCENT PAINT. COLOR TO BE SELECTED BY  
ARCHITECT/OWNER, UNO


PATCH EXISTING SLAB AT LOCATIONS OF EXISTING WALLS.  
GRIND, LEVEL, AND PREP EXISTING SLAB TO RECEIVE NEW  
FLOOR FINISH. FLOOR SHALL BE LEVELED TO ENSURE  
TRANSITIONS BETWEEN ROOMS AND FINISHES DO NOT  
EXCEED 1/4" IN HEIGHT, VERTICALLY. PROVIDE DOOR  
THRESHOLD AT EACH DOOR ACCESSING THESPACE.


PROVIDE MASONRY INFILL AT EXISTING OPENING. ALIGN  
FINISHED FACES WITH EXISTING MASONYFACES.


PROVIDE NEW INSULATED GLAZING LITES AT EXISTING  
ALUMINUM STOREFRONTFRAMES.


NEW METAL TWO-TIER FACULTYLOCKERS


PRE-ENGINEERED ALUMINUM CANOPY COLUMNS.
COORDINATE WITH CIVIL FOR DRAINING COLUMN
CONNECTIONTOUNDERGROUNDDRAINAGE.


PRE-ENGINEERED METAL STAIR. PAINT ALL SURFACES  
EXPOSED TO VIEW, TYPUNO.


GUARDRAIL / HANDRAIL. SEE TYPICAL EXTERIOR STAIR  
SECTION


PROVIDE PROTECTIVE VINYL WRAP AT EXPOSED ROOF  
LEADER.


EXISTING MASONRY WALL TO BE CONVERTED TO FIRE AREA  
SEPARATION WALL. FILL VOIDS AND PENETRATIONS WITH  
TESTED ASSEMBLIES CONSISTENT WITH NEWRATING.


CRAWLSPACE ACCESS DOORBELOW


BULLNOSE CORNER. REMOVE EXISTING BLOCK AT CORNER  
AS REQUIRED TO TOOTH INTO NEW WITH NEW BULLNOSE  
UNITS.


1/2" GWB LAMINATED TO EXISTING WALL. PROVIDE A LEVEL 5  
FINISH TO GWB. PLASTIC WALL COVERING WAINSCOT OVER  
GWB


PROVIDE 5/8" GWB (PAINT) OVER 7/8" STL FURRING OVER  
EXISTING CONCRETE WALL. RETURN GWB AT NEW DOOR  
JAMBS AND HEAD. TERMINATE GWB AND FURRING AT 4"  
ABOVECEILING.


PROVIDE 3 5/8" MTL STUDS W/ 5/8 GWB UNDERSTAIR  
PROTECTION, SEE DIM PLANS FOREXTENTS.


NEW WORKNOTES
EXISTING DOOR TO REMAIN, NOWORK.1


2


3 WASHER AND DRYER (OFOI) LOCATION. COORDINATE WITH  
OWNER TO ESTABLISH CONFIGURATION FORCONNECTIONS.


4


5


6


7 PRE-ENGINEERED ALUMINUM CANOPY COLUMNS. COORDINATE 
WITH CIVIL FOR COLUMNS CONNECTED TO UG  DRAINAGE.


8


9


10


11


12 TUBE STEEL COLUMN IN CMU WALL -SEESTRUCTURAL


13 NEW VISUAL DISPLAY SURFACES -SEE FURNISHINGSPLANS


14 NEW METAL LOCKERS WITH SLOPINGTOP


15


16


17


18 EXISTING BRICK VENEER TO REMAIN. CLEAN EXISTING VENEER. 
PATCH PENETRATIONS AT DEMOLISHED ELEMENTS  WITH 
MATCHINGMORTAR.


19


20 8" CMU INFILL AT LOCATION OF DEMOLISHED DOOR. TOOTH  INTO 
EXISTING. PAINT BOTH SIDES, TYP. PAINT AT EXISTING  WALLS 
SHALL EXTEND FROM CORNER TOCORNER


21


22 FIRE EXTINGUISHERCABINET.


23 VENDING MACHINES(OFOI)


24


25


26


27 TELESCOPINGSTANDS


28


29 DISPLAYCASE


30


31


32


33 ROOF ACCESSHATCH


34


35 FOLDING PARTITION (NOTUSED)


36 VOLLEYBALL STANDARDSINSERT


37


38


39FLOOR DRAIN. SLOPE FLOOR TO DRAIN


40 WALL SAFETY PADS , SEE INT ELEVATION FORDIMENSIONS.
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1. DOOR MARK, SEE DOOR SCHEDULE ON A6 SERIES.


2. WINDOW/STOREFRONT TYPES, SEE A502 FOR ELEVATIONS.


3. AREA NAME & NUMBER, SEE FINISH SCHEDULE ON SHEET  
A SERIES.


4. WALL TYPE  
WALLHEIGHT


5. NEW WORK NOTE.


6. FOR CASEWORK, MAIL BOXES, AND DETAILS, SEE A651, A661.


7. FOR REFLECTED CEILING PLANS, SEE SHEET A150 SERIES.


8. FOR MARKERBOARD, TACKBOARD, AND PROJECTION SCREEN LOCATIONS,  
SEE A7 SERIES.


9. FOR FLOOR PATTERNS, SEE A621 - A626.


10. SEAL THE TOPS OF ALL FIRE-RATED AND SMOKE-RATED WALLS INDICATED ON  
THE FIRE PLAN TO THE ROOF DECK WITH A FIRE-RESISTANT JOINT SYSTEM.  
SEAL ALL PENETRATIONS IN THE FIRE-RATED AND SMOKE-RATED WALLS TO  
COMPLY WITH ALL APPLICABLE CODES AND STANDARDS.
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1. DOOR MARK, SEE DOOR SCHEDULE ON A6 SERIES.


2. WINDOW/STOREFRONT TYPES, SEE A502 FOR ELEVATIONS.


3. AREA NAME & NUMBER, SEE FINISH SCHEDULE ON SHEET  
A SERIES.


4. WALL TYPE  
WALLHEIGHT


5. NEW WORK NOTE.


6. FOR CASEWORK, MAIL BOXES, AND DETAILS, SEE A651, A661.


7. FOR REFLECTED CEILING PLANS, SEE SHEET A150 SERIES.


8. FOR MARKERBOARD, TACKBOARD, AND PROJECTION SCREEN LOCATIONS,  
SEE A7 SERIES.


9. FOR FLOOR PATTERNS, SEE A621 - A626.


10. SEAL THE TOPS OF ALL FIRE-RATED AND SMOKE-RATED WALLS INDICATED ON  
THE FIRE PLAN TO THE ROOF DECK WITH A FIRE-RESISTANT JOINT SYSTEM.  
SEAL ALL PENETRATIONS IN THE FIRE-RATED AND SMOKE-RATED WALLS TO  
COMPLY WITH ALL APPLICABLE CODES AND STANDARDS.
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1. DOOR MARK, SEE DOOR SCHEDULE ON A6 SERIES.


2. WINDOW/STOREFRONT TYPES, SEE A502 FOR ELEVATIONS.


3. AREA NAME & NUMBER, SEE FINISH SCHEDULE ON SHEET  
A SERIES.


4. WALL TYPE  
WALLHEIGHT


5. NEW WORK NOTE.
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SHEET LEGEND ANDNOTES


1
6. FOR CASEWORK, MAIL BOXES, AND DETAILS, SEE A651, A661.


7. FOR REFLECTED CEILING PLANS, SEE SHEET A150 SERIES.


8. FOR MARKERBOARD, TACKBOARD, AND PROJECTION SCREEN LOCATIONS,  
SEE A7 SERIES.


9. FOR FLOOR PATTERNS, SEE A621 - A626.


10. SEAL THE TOPS OF ALL FIRE-RATED AND SMOKE-RATED WALLS INDICATED ON  
THE FIRE PLAN TO THE ROOF DECK WITH A FIRE-RESISTANT JOINT SYSTEM.  
SEAL ALL PENETRATIONS IN THE FIRE-RATED AND SMOKE-RATED WALLS TO  
COMPLY WITH ALL APPLICABLE CODES AND STANDARDS.
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